HORIZONTAL SAFETY PUMP SETS DSO 300V ...
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Item Tank 2 Pumps Motor performance Switchgear C L R  Weight Filter Accessories
Litres Mod. Volt item %} Kg item
DSO0 300V RVP 40 300 RVP40 3~ 230/400-50Hz DS0 300 97V 1005 1480 G1"1/2 204.8 FB50/FC50
DS0 300V VTL 50/G1 300  VTL50/GT 3 ~230/400-50Hz DS0 300 97V 990 1480 G1"1/2 2148 FB50/FC50
DS0 300V RVP 60 300  RVP60 3 ~230/400-50Hz DS0 300 97V 1040 1480 G1"1/2 2248 FB50/FC50
DSO0 300V VTL 75/G1 300  VTL75/G1 3~ 230/400-50Hz DS0 300 97V 1040 1480 G1"1/2 259.8 FB50/FC50
DSO0 300V RVP 100 300 RVP100 3~ 230/400-50Hz DS0 300 97V 1040 1480 G1"1/2 270.8 FB50/FC50
DSO0 300V VTL 105/G1 300  VTL105/G1 3~ 230/400-50Hz DS0 30097V 1080 1480 G1"1/2 3020 FB50/FC50
Note: All RVP pumps ... are equipped as standard with an FC filter ... suitable for the size of their suction connection.
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HORIZONTAL SAFETY PUMP SETS DSO 500V ...
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Item Tank 2 Pumps Motor performance Switchgear C L R Weight Filter Accessories
Litres Mod. Volt item @ Kg item
DSO0 500V VTL 50/G1 500 VTL 50/G1 3 ~ 230/400-50Hz DSO 300 97V 1090 1510 G2" 2878 FB60/FC60
DSO0 500V RVP 60 500 RVP 60 3~ 230/400-50Hz DS0 300 97V 1130 1510 G2" 297.0 FB60/FC60
DS0 500V VTL 75/G1 500 VTL 75/G1 3~ 230/400-50Hz DS0 300 97V 1140 1510 G2" 3328 FB60/FC60
DS0 500V RVP 100 500 RVP 100 3 ~ 230/400-50Hz DS0 300 97V 1130 1510 G2" 3433 FB60/FC60
DSO0 500V VTL 105/G1 500 VTL 105/G1 3 ~ 230/400-50Hz DS0O 300 97V 1180 1510 G2" 3750 FB60/FC60
DS0 500V RVP 160 500 RVP 160 3 ~400/690-50Hz DS0 300 97V 1430 1510 G2" 4750 FB60/FC60
DS0 500V RVP 200 500 RVP 200 3~ 400/690-50Hz DS0 300 97V 1430 1510 G2" 481.0 FB60/FC60

Note: All RVP pumps ... are equipped as standard with an FC filter ... suitable for the size of their suction connection.
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Transformation ratio: N (newton) = Kg x 9.81 (force of gravity) inch = %4 ; pounds = 536 - 04536
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Adapters for GAS - NPT threading available on page 1.130



